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Date: May 12, 2008 
EXHIBIT B

Pressure Testing Permit*

 

Type of Test:
[]Hydrostatic


[ X] Pneumatic

 

Test Pressure: 165 psig
Maximum Allowable Working Pressure:  150 psig

 

Items to be Tested
 DECAM 200L vessel, previously pressure tested by the manufacturer
 DECAM 200L Top flange. 

 

 

 

Location of Test: Fermilab MAB
Date and Time
 

 

Hazards Involved
Pneumatic stored energy
  

Safety Precautions Taken

In addition to the items listed below, a JHA has been compiled and a testing procedure. 

The test will be performed in the gated area outdoors behind MAB. The gated area will be removed of all personnel. The supply manifold is located inside MAB with the roll up door acting as a barrier between the personnel and the vessel.

The Vessel has already been pressure tested by the manufacturing vendor, PHPK and has a documented pneumatic test pressure of 182 psig. The portion of the vessel being tested is the top flange. The top flange is naturally at a higher elevation than the testing personnel and is pointed vertically up away from all other objects.

Prior to testing, the qualified person and the section safety officer will inspect the vessel and check the test setup for safety precautions per ASME Sec. VIII, Div 1, UG-100. 

 
 

Special Conditions or Requirements: N/A 

Qualified Person and Test Coordinator
Herman Cease, PPD/Mech Dept
Date
 
 
 
Division/Section Safety Officer
 
Dept/Date
 
 

Results

 
 
 
 
 
 
 
 

Witness
 
Dept/Date
 
 
(Safety Officer or Designee)
 
 
 

* Must be signed by division/section safety officer prior to conducting test.  It is the responsibility of the test coordinator to obtain signatures.

